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LIGHTING CONTROL CABINET
4" PYC ENCASED IN CONCRETE

ELECTRICAL CABLE IN CONDUIT:
ALLOW ENQUGH CABLE SLACK FOR
CONNECTION TO TRANSFORMER

ELECTRIC SERVICE INSTALLATION
4“ R,S, CONDUIT ATTACHED TO STRUCTURE
CONDUIT SEALING BUSHING (UL LISTED)

GALVANIZED CONDUIT STRAPS AND LAG SCREWS

ELECTRIC UTILITY SERVICE CONNECTION

COMMONWEALTH EDISON COMPANY SHALL BE CONTACTED BEFORE
THE INSTALLATION OF THE POWER SUPPLY BEGINS.
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POWER SUPPLY INSTALLATION DETAILS

™~~~ GROUND_ROD
19mm DIA. x 3m

TRIMMED CABLES

HEAT~SHRINKABLE CAP
WITH FACTORY APPLIED
WATERPROOF SEALANT.
(SIZED TQ ACCOMODATE

NUMBER OF CABLES) -\

ELECTRIC FEEDER CABLES,
SUCH AS UNIT DUCT (SIZE
AS NOTED ON CONTRACT
DRAWINGS)

ELECTRIC CABLE TO
LUMINAIRE (SIZE AS
NOTED ELSEWHERE
IN THESE PLANS)

30 MINIMUM DEPTH

ROUTE [ SECTION | COUNTY SHEET SHEETS

T 1 081 |LAKE| 48 | 92

PLAN SHEET

33-00081-84-CH_| ILLINOIS | BUFFALO GROVE RD,

Contract No. 83656

127 MAXIMUM WIDTH EXCEPT AS
i APPROVED BY THE ENGINEER
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™~ WARNING TAPE AS SPECIFIED

T UNIT DUCT WITH 3%6 AND 1*8 GROUND
30MM DIA. POLYETHYLENE (TYP.)

TYPICAL WIRING IN TRENCH DETAIL

COMPRESSION TYPE
COPPER SLEEVE.

(SIZED FOR ACTUAL
NUMBER OF CABLES

AND MFR. SUGGESTED
CRIMP TOOL USED)

SEALANT TAPE OR
L1 /INSERT. (AROUND
- AND THROUGH
CROTCH OF SPLICE)

\ EXPOSED SEALANT

NOTE THAT NUMBER
OF CABLES IN SPLICE
MAY VARY,

SPLICING DETAIL
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